SIGNAL SIGN -G ED
1,2,3,6,7 4,589 12,14 10,11,13  15-19,21 20,22 I
=S OIS @ R
\ @ e e g R 3-5(L) R 3—6(L)
\ 12" 127 12" 30"x 367 307x 36" NEMA PHASING i
,]2”
N @1 @2 ¢35 @4
\\ NCTES:
Signal Heads 1-5,8,9 are existing and are fo remain.
\\ Signal Heads 13 and 14 are to be modified.
Signs 15,16,and 21 are existing and are to remain. N |
Sign 22 is to be replaced. N
A
\\ Flashing  /<t—=+——
\ Operation F |
— 1>
Vo !
o5 6

) 80’

Handheole to be instaillfed
approx. 230" from intersection
located in break area.
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Handhole to he installed
approx. 2307 from intersection

located in break
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"D.0." indicates delay output loop detector.

Geomeitrics shall be confirmed prier to the instdllaticn of signal eguipment.

Pavement markings along MD 43 and Ramp "A” will be installed as part of

5. Paovement markings along Aute Campus Drive will be installed by the
Developer in accordance with Baltimore County standards.

o

area. \.

Loop delectors and conduit shall be installed prior to the installation of pavement markings.

1.) Phases associated by a dashed line will operate concurrently.

2.) Phases associated by ¢ solid line will not operate concurrently.
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Povement markings detailed are preoposed and are to be installed by the contractor in

accordance with S5.H.A. standards. Ali other pavement markings will be installed as part
of the Developer's contract.

7. All underground and overhead utilities shown on these plans are schematic only and are
not to be considered complete. The Contractor shall be responsible for notifying all

utility companies prier to construction so that all utilities may be located in the

fleld. If the Contractor perceives thot a conflict between the utilities and the traffic
signal will occur the Contractor shall notify the appropriate personnel immediately so that
the conflict may be resolved in the field.
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